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WSE251 series 4ft, 8ft
sensor controlled wraparound luminaire

wraparound

•	Stairwells, Parking Structures, Passageways, Workrooms, Restrooms

7/8" K.O. On both sides of luminaire

7/8" K.O. On both sides of luminaire

• Integrated sensor
• 0-10V dimming driver standard
• Supports California Title 24 compliance
• Suitable for damp locations

• Wireless controls
• Emergency battery pack
• 10 kV surge protector
• Color tunable white (2700K-6500K)
• Customization available upon request

C o n s t r u c t i o n
• Aluminum housing with riveted end plates
• Side knockouts for 1/2" conduit
• Neoprene gasketing on end caps

F i n i s h
• Pre-painted
• Baked white polyester finish
• Minimum reflectance 86%

O P T I C A L
• Snap-on frosted acrylic radial lens

E l e c t r i c a l
• High efficiency drivers coupled with long-life LEDs
• Service life greater than 50,000 hours (L70)
• Universal voltage 120V through 277V (347V / 480V available)

L i s t i n g
• UL USA and Canada listed / suitable for damp locations

Wa r r a n t y
• 5-Year limited warranty standard. 10-Year limited warranty also available

APPLICATIONS

FEATURES

SPECIFICATIONS

dimensions

6"

52"

100"

6"

6"

48" O/C

96" O/C
10" O/C

42"

4 5/8"

C r o s s  S E C T I O N

8 '  B a c k p l at e

4 '  B a c k p l at e

7/8" OFFSET K.O. 2" K.O.

Note: On 8' luminaires, sensor is mounted in center.

V-HOOK HOLE

Options Contact customer service For additional options

BAA BABA
compliant
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WSE251 led sensor controlled wraparound luminaire

LED Retrofit Solution for 12” Wide Recessed or Surface Mounted Luminaires

EXAMPLE: WSE251-4-4L-BPL1.5-DRDM-UNV-1/840
SERIES NOMINAL LED 

LUMENS
NOMINAL 
LENGTH

ELECTRICAL SENSOR
CONFIGURATION

DRIVER VOLTAGE # OF LED 
ROWS

CRI / CCT

WSE251 1

WSE251
•	Sensor 

Controlled 
Wraparound 
LED Luminaire

  2 - 2000lm
  4 - 4000lm
  6 - 6000lm 
  8 - 8000lm
12 - 12000lm
16 - 16000lm

High Efficacy
2HE - 2000lm
4HE - 4000lm
6HE - 6000lm

4L
•	4'

BPL1.5
•	1500 lm 

emergency 
battery pack

SP10
•	10 kV Surge 

Protector

*Leave blank if not 
specified

MS(xx)
Motion Sensor
(See below for lens and 
configuration options)

*Leave blank if not 
specified

DRDM
•	0-10V 

Dimming 
Driver

DRDM2C
•	2-Channel 

0-10V 
Dimming 
Driver 
(for Color 
Tunable 
White)

DRSD
•	Step 

Dimming 
Driver

DR2W
•	120V 2-Wire 

Phase 
Dimming 
Driver        
(Must 
Specify 
120V in 
Voltage 
Column)

UNV
•	120V-277V

UCV
•	120V-347V

120V
•	120 Volt 

(For DR2W 
Driver Type)

347V
•	277 Volt

480V
•	480 Volt

1
•	One LED 

Row

827
•	80+CRI / 2700K

830
•	80+CRI / 3000K

835
•	80+CRI / 3500K

840
•	80+CRI / 4000K

850
•	80+CRI / 5000K

865
•	80+CRI / 6500K

8TW
•	80+CRI Tunable 

White 2700K-6500K      
Requires DRDM2C 
driver

90CRI Also 
available

Contact customer 
service for additional 
CRI/CCT packages.

  4 - 4000lm  
  8 - 8000lm
12 - 12000lm
16 - 16000lm
24 - 24000lm

High Efficacy
  4HE - 4000lm
  8HE - 8000lm
12HE - 12000lm

8L
•	8'

ORDERING INFORMATION

LENS SHAPE MOUNTING HEIGHT COVERAGE

(L) STANDARD ROUND 8 - 20 ft 2.4 - 6.0m 2x HEIGHT

(H) HIGH BAY CONE 15 - 30 ft 4.5 - 9.0m 3x HEIGHT

(LW) WIDE CONE 8 - 10 ft 2.4 - 3.0m 6x HEIGHT

sensor configuration

MS -  PIR Motion Sensor – On/Off
• Turns luminaire on/off in response to motion

MSSD -  PIR Motion Sensor – High/Low
• Increases/decreases illumination in response to motion

MSSDO -  PIR Motion Sensor – High/Low/Off
• Turns luminaire on/off and increases/decreases illumination in response to motion

MSPC -  PIR Motion Sensor with Photocell – On/Off
• Holds luminaire OFF when sufficient light is present, regardless of motion
• When ambient light levels are low, turns light on/off in response to motion

MSPCSD -  PIR Motion Sensor with Photocell – On/Off
• Holds luminaire OFF when sufficient ambient light is present, regardless of motion
• When ambient light levels are low, increases/decreases illumination in response to motion

MSPCSDO -  PIR Motion Sensor with Photocell – High/Low/Off
• Holds luminaire OFF when sufficient ambient light is present, regardless of motion
• When ambient light levels are low, turns luminaire on/off and increases/decreases illumination in response to motion

MS (L)

NOTE: 
For additional sensor and wireless controls options, visit www.lalighting.com/resources

Standard options for WSE250 shown above. For additional options, including 
lumen packages, controls, lenses, switches, finishes, and more, visit 
www.lalighting.com/resources or contact customer service.

http://www.lalighting.com/resources
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WSE251 led sensor controlled wraparound luminaire

LED Retrofit Solution for 12” Wide Recessed or Surface Mounted Luminaires

SYSTEM DATA ADDITIONAL LUMEN PACKAGES AVAILABLE. CONTACT CUSTOMER SERVICE FOR MORE INFORMATION

8' - LED LUMEN 
PACKAGE

NORMAL AMBIENT TEMPERATURE
PRODUCT CODE

DELIVERED 
LUMENS

SYSTEM 
WATTS

LUMINAIRE 
EFFICACY

AMBIENT 
TEMP.

FLUORESCENT
EQUIVALENT IES FILES

4000 Lumens
(Nominal)

WSE251-4-8L-MS(xx)-DRDM-UNV-1/840 3576 24.2 148.0 lm/W -20°C / 35°C
(-4°F / 95°F) 2-F32T8 *

8000 Lumens
(Nominal)

WSE251-8-8L-MS(xx)-DRDM-UNV-1/840 7019 49.5 141.8 lm/W -20°C / 35°C
(-4°F / 95°F)

2x F54T5HO 
4x F32T8 *

12000 Lumens
(Nominal)

WSE251-12-8L-MS(xx)-DRDM-UNV-1/840 10363 75.8 136.8 lm/W -20°C / 35°C
(-4°F / 95°F)

6x F32T8 
2x F96T8HO *

16000 Lumens
(Nominal)

WSE251-16-8L-MS(xx)-DRDM-UNV-1/840 13568 103.1 131.6 lm/W -20°C / 35°C
(-4°F / 95°F)

4x F54T5HO 
8x F32T8 *

24000 Lumens
(Nominal)

WSE251-24-8L-MS(xx)-DRDM-UNV-1/840 20322 149.0 136.4 lm/W -20°C / 35°C
(-4°F / 95°F)

6x F54T5HO 
4x F96T8HO *

8' - LED LUMEN 
PACKAGE

NORMAL AMBIENT TEMPERATURE
(HIGH EFFICACY) PRODUCT CODE

DELIVERED 
LUMENS

SYSTEM 
WATTS

LUMINAIRE 
EFFICACY

AMBIENT 
TEMP.

FLUORESCENT
EQUIVALENT IES FILES

4000 Lumens
(Nominal)

WSE251-4HE-8L-MS(xx)-DRDM-UNV-1/840 3634 23.9 152.1 lm/W -20°C / 35°C
(-4°F / 95°F) 2-F32T8 *

8000 Lumens
(Nominal)

WSE251-8HE-8L-MS(xx)-DRDM-UNV-1/840 6802 45.8 148.5 lm/W -20°C / 35°C
(-4°F / 95°F)

2x F54T5HO 
4x F32T8 *

12000 Lumens
(Nominal)

WSE251-12HE-8L-MS(xx)-DRDM-UNV-1/840 10275 70.8 145.2 lm/W -20°C / 35°C
(-4°F / 95°F)

6x F32T8 
2x F96T8HO *

4' - LED LUMEN 
PACKAGE

NORMAL AMBIENT TEMPERATURE
PRODUCT CODE

DELIVERED 
LUMENS

SYSTEM 
WATTS

LUMINAIRE 
EFFICACY

AMBIENT 
TEMP.

FLUORESCENT
EQUIVALENT IES FILES

2000 Lumens
(Nominal)

WSE251-2-4L-MS(xx)-DRDM-UNV-1/840 1894 12.1 156.4 lm/W -20°C / 35°C
(-4°F / 95°F) 1x F32T8 *

4000 Lumens
(Nominal)

WSE251-4-4L-MS(xx)-DRDM-UNV-1/840 3719 24.7 150.3 lm/W -20°C / 35°C
(-4°F / 95°F)

1x F54T5HO 
2x F32T8 *

6000 Lumens
(Nominal)

WSE251-6-4L-MS(xx)-DRDM-UNV-1/840 5449 37.9 143.8 lm/W -20°C / 35°C
(-4°F / 95°F) 3x F32T8 *

8000 Lumens
(Nominal)

WSE251-8-4L-MS(xx)-DRDM-UNV-1/840 7154 51.5 138.8 lm/W -20°C / 35°C
(-4°F / 95°F)

2x F54T5HO 
4x F32T8 *

12000 Lumens
(Nominal)

WSE251-12-4L-MS(xx)-DRDM-UNV-1/840 10979 75.8 144.9 lm/W -20°C / 35°C
(-4°F / 95°F)

3x F54T5HO 
6x F32T8 *

16000 Lumens
(Nominal)

WSE251-16-4L-MS(xx)-DRDM-UNV-1/840 14468 96.2 150.4 lm/W -20°C / 35°C
(-4°F / 95°F) 4x F54T5HO *

4' - LED LUMEN 
PACKAGE

NORMAL AMBIENT TEMPERATURE
(HIGH EFFICACY) PRODUCT CODE

DELIVERED 
LUMENS

SYSTEM 
WATTS

LUMINAIRE 
EFFICACY

AMBIENT 
TEMP.

FLUORESCENT
EQUIVALENT IES FILES

2000 Lumens
(Nominal)

WSE251-2HE-4L-MS(xx)-DRDM-UNV-1/840 1926 11.9 161.2 lm/W -20°C / 35°C
(-4°F / 95°F) 1x F32T8 *

4000 Lumens
(Nominal)

WSE251-4HE-4L-MS(xx)-DRDM-UNV-1/840 3789 24.2 156.8 lm/W -20°C / 35°C
(-4°F / 95°F)

1x F54T5HO 
2x F32T8 *

6000 Lumens
(Nominal)

WSE251-6HE-4L-MS(xx)-DRDM-UNV-1/840 5626 36.7 153.3 lm/W -20°C / 35°C
(-4°F / 95°F) 3x F32T8 *

NOTE: 
System data as of 3/16/26 (K-Boards when applicable).
Luminaire efficiency: 4ft - 88.9%   8ft - 83.9%
Subject to change without notice.

System data is based on 120V input voltage. Actual performance may differ as a result of end-user environment and application. This fixture has been tested and listed in accordance with UL Standards. L.A. 
Lighting certifies that it will operate safely when installed properly, and within an ambient temperature range noted in the system data table. 

Additional lumen packages and color temperatures available.
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