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Resources
AMBIENT TEMPERATURE options
Contact customer service for more information on emergency options.
Not all emergency options are suitable for all fixtures. 

REVISED: 06/4/26

Ambient Temperatures

NT: 0°C to 35°C Ambient Temperature Range
•	 Suffix definition: Normal Temperature
•	 Ordering note: “NT” is not required in the part number.
•	 Example: HBI600-8-4L-PA-DRDM-UNV-2/840
•	 Compatibility: Can be combined with HE, High Efficacy system.

HT: 0°C to 50°C Ambient Temperature Range
•	 Suffix definition: High Temperature
•	 Ordering note: Add HT after the CCT at the end of the part number.
•	 Example: HBI600-8-4L-PA-DRDM-UNV-2/840HT
•	 Additional feature: Includes 6kV surge protection in the driver.
•	 Compatibility: Can be combined with HE, High Efficacy system.

CT: -20°C to 35°C Ambient Temperature Range
•	 Suffix definition: Cold Temperature
•	 Ordering note: Add CT after the CCT at the end of the part number.
•	 Example: HBI600-8-4L-PA-DRDM-UNV-2/840CT
•	 Additional features: Includes 6kV surge protection in the driver.
•	 Requirement: Cold temperature BPL and cold temperature sensor are required.
•	 Compatibility: Can be combined with HE, High Efficacy system.

ECT: -40°C to 35°C Ambient Temperature Range
•	 Suffix definition: Extra Cold Temperature
•	 Ordering note: Add ECT after the CCT at the end of the part number.
•	 Example: HBI600-8-4L-PA-DRDM-UNV-2/840ECT
•	 Additional features: Includes 6kV surge protection in the driver.
•	 Requirement: Extra Cold Temperature BPL and Extra Cold Temperature sensor are required. 		
	 For Vapor Tight fixtures, a polycarbonate lens is required.
•	 Compatibility: Can be combined with HE, High Efficacy system.


